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Technical Memo 

INFRASTRUCTURE DUE DILLIGENCE  

29/39 Launch Road, Harrier Point, Hobsonville, Auckland  
Kāinga Ora - Homes and Communities 

TO: Erin Taylor  HG PROJECT NO : A2111849.00 

FROM: Robin Thuemler, Neville Smyth   DATE: 13 December 2021 (V2) 

 

Harrison Grierson Consultants has been engaged by Kāinga Ora to undertake a due diligence assessment of the 

existing infrastructure at 29 and 39 Launch Road, Hobsonville Point, Auckland. The purpose of this memo is to 

provide assessment of the existing infrastructure at the site. The sites are currently used as temporary public 

carparks and material storage for Kāinga Ora’s construction site at Catalina Bay. A large part of No. 39 Launch 

Road is currently unused. It is intended to  to develop 29 Launch Road as a multi-storey carpark with retail 

premises on the road frontage and 39 Launch Road for residential purposes, in the future.  

 

 

FIGURE 1 - SITE AREA 

This memo provides a preliminary assessment of the existing infrastructure and suitability thereof to cater for 

possible future redevelopment at the sites. The assessment is based on Council GIS records, and utility service 

provider records and has been mostly completed as a desktop study because of current Covid-19 Level 3 

restrictions, however one site visit has been done by Neville Smyth on 26/10/2021 to verify the findings of this 

assessment. No direct discussions with network providers and Auckland Council have been conducted as a part 

of this assessment 
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1.0 SITE TOPOGRAPHY 

No. 29 Launch Road 

The site is generally flat, gently falling towards the southern corner. The surface levels range from RL 

15.00m (at the northern corner adjacent to) to RL 13.50 at the southern corner of the site (at the 

intersection Commanders Ave/Bomb Point Drive). Currently, the site is used as a temporary carpark with a 

hardfill surface. 

 

No. 39 Launch Road 

The site has two, generally flat platforms, divided by a centrally located gully. Most parts of the site slope 

gently towards the coastline. Steeper slopes exist around the gully and at the border towards Launch Road, 

with a gentle slope from the northern boundary towards the south-western corner. Refer to Figure 2 for 

GIS Contours.  

 

 

FIGURE 2 - SITE CONTOURS (FROM AUCKLAND COUNCIL GEOMAPS GIS) 

 

The site level (RL) is between approx. RL 14.00m (at the intersection Launch Road/Bomb Point Road) to RL 

7.50m, at the deepest point of the gully, centrally on the south-eastern boundary.  

A depression in the northern part of the property are the remains of a pond that was built in 2000 (refer to 

Figure 3). 
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FIGURE 3 - AERIAL IMAGE FROM 2000 (FROM AUCKLAND COUNCIL GEOMAPS GIS) 
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2.0 PROPOSED DEVELOPMENT DESIGN 

For the purpose of this infrastructure assessment, the proposed development design option 2 from the 

Isthmus Bulk and Location Study (07/07/2017) has been used for No. 39 Launch Road. No development 

design has been provided for No. 29 Launch Road.. 

 

FIGURE 4 - PROPOSED DEVELOPMENT DESIGN (ISTHMUS 07/07/2017) 
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3.0 EARTHWORKS AND RETAINING WALLS 

No. 29 Launch Road 

Due to the flat nature of the site, only minor earthworks are expected to be required for buildings 

constructed with floor levels above the existing surrounding ground levels. 

No. 39 Launch Road 

Parts of the site are steeply sloping, and significant earthworks will be necessary to construct suitable 

building platforms for the proposed design.  

There are currently no retaining structures present retaining walls will be required, mainly near the 

existing creek and around driveways/carparks. 

 

 

4.0 STORMWATER RETICULATION AND QUALITY  

No. 29 and the northern part of No. 39 is covered with a diagonal network of old field drains/scoria 

trenches, connected to a pond. These drains are likely removed, but parts of it might still be encountered 

during earthworks.  

Inside of the carriageway of Bomb Point Drive, a stormwater line is located, that conveys the runoff from 

Bomb Point Road and Commanders Avenue to a stormwater pond on the neighbouring property south of 

No 39 Launch Road. Both properties form their own catchment, connected by a 525mm Concrete line that 

crosses Bomb Point Road and traverses centrally, aligned with the existing gully, over No. 39 Launch Road. 

The line discharges east of Boundary Road at the shore. No other properties or road cesspits are connected 

to this line. Once a final development for both sites is available, the capacity of the stormwater line would 

require confirmation.  

 

 

FIGURE 5 - PUBLIC STORMWATER NETWORK (FROM AUCKLAND COUNCIL GEOMAPS GIS) 
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5.0 STORMWATER FLOOD PLAINS AND OVERLAND FLOW PATHS  

No. 29 Launch Road 

Auckland Council GIS shows that the site is affected by three overland flowpaths that merge near the 

southern corner and cross Commanders Avenue.  The southern corner of the property has also a minor 

flood prone area which needs to be considered when designing the floor levels for buildings in this part of 

the site. 

No. 39 Launch Road 

This property is affected by two minor and one major overland flowpath. The major overland flowpath 

traverses over the site immediately adjacent to the south-western boundary and follows the south-eastern 

boundary and draining into the gully, leading to the sea. Two minor overland flowpaths flow from the 

northern part of the subject site to the gully, located centrally in the site and leads to the coast. It is 

expected that the proposed development design accommodates these overland flowpaths.  An isolated 

flood prone area in the northern part of the site relates to the pond, installed in 2000. The lower parts of 

the gully are covered by a minor floodplain. (Refer to Figure 6).  

Both sites fall under a Stormwater Management Area Flow (SMAF) zone under the Auckland Unitary Plan 

and subsequently, the SMAF requirements will apply. This would require stormwater retention and 

treatment of run-off from traffic areas with raingardens and/or other approved treatment devices such as 

stormfilters. 

 

 

FIGURE 6 - OVERLAND FLOWPATHS AND FLOOD PLAINS (FROM AUCKLAND COUNCIL GEOMAPS GIS) 
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6.0 WASTEWATER  

 

No. 29 Launch Road 

The site has three available wastewater manholes for connection to the network within the property 

boundaries (one in the eastern and two in the southern corner). The existing invert levels in these 

manholes suggest that a development of the subject site can be serviced without any issues. 

No. 39 Launch Road 

This site has two prepared 150mm PVC connections to the wastewater network at the north-eastern 

boundary, adjacent to Launch Road. The invert levels of these connection are significantly lower than 

the existing ground levels of most parts of the subject site, which ensures that the site can be sufficiently 

serviced through either, or both connections. However careful consideration needs to be taken, where 

the site internal wastewater network crosses the existing creek and stormwater line, located centrally 

within the site. 

 

 

FIGURE 7 PUBLIC WASTEWATER NETWORK (FROM AUCKLAND COUNCIL GEOMAPS GIS) 

 

The existing wastewater infrastructure connects both sites to pumpstation PS3, located at Catalina Bay.    

Any future upgrades or alterations to the existing network servicing the site for wastewater shall provide 

connections for both 29 and 39 Launch Road. 
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7.0 WATER SUPPLY  

No. 29 Launch Road 

This property has currently three watermains in direct vicinity of the site. Adjacent to the north-eastern 

boundary runs a 315mm PE line, along the south-eastern boundary a 250mm PE line and along the 

south-western boundary a 180mm PE line. For the future Wind Sock Road along the north-western 

boundary are preparations in place for the installation of a 180mm PE line close to the boundary of the 

subject site. No lot connections are prepared for the proposed development. A connection is most likely 

from one of the smaller diameter lines, either from Commanders Avenue or the future Wind Sock Road.  

 

No. 39 Launch Road 

Along the most parts of the road frontage to Bomb Point Road runs a 125mm PE watermain. No existing 

lot connections are currently installed for the site. A connection for the proposed development could be 

installed anywhere along the length of the 125mm PE line. 

The water network around both sites has only recently been installed and it is anticipated that the 

design has taken the proposed developments according to the Hobsonville Point Concept Plan into 

consideration. It is therefore expected that enough capacity to service both sites exist. 

 

 

 

Currently, the water reticulation from both properties leads to a pump station within Kāinga Ora’s 

development at Catalina Bay. However, it is possible that the network has insufficient pressure for the 

proposed 9-storey apartment buildings, proposed for No. 39 Launch Road. A hydrant flow test is 

recommended to determine the need for booster pumps to service the higher buildings.   
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8.0 FIRE FIGHTING ASSESSMENT 

The New Zealand Fire Fighting Water Supply Code of Practise outlines the standard requirements for 

firefighting water supply. A fire risk assessment has to be made for any redevelopment at the site to 

ascertain what the requirement would be.  

Surrounding the two sites there are eleven fire hydrants within 135m distance of subject site and provide a 

good coverage of the proposed developments (Refer to Figure 8).  

 

 

FIGURE 8 - CLOSEST AVAILABLE FIRE HYDRANTS WITH 135M RADIUS (FROM AUCKLAND COUNCIL GEOMAPS 

GIS) 

 

 

Buildings fitted with sprinkler systems reduce the firefighting requirement to FW2. If the firefighting 

assessment requires a higher firefighting requirement from the network a hydrant flow test will need to be 

undertaken to assess the pressure and flows from the existing reticulation to ensure the firefighting water 

supply demand could be met, and if not from the network alternative supply would need to be secured to 

meet the required firefighting capacity.  

 

9.0 POWER  

As outlined in the Vector network plans, high voltage underground lines are available for both sites in the 

road corridor for Bomb Point Road. However, currently no connection for either property is provided, and it 

is likely that the installation of a transformer for each site will be required to service the developments 

(Refer to Appendix 1 for Vector network plans). It is expected that the surrounding network has sufficient 

capacity to cover both developments.  
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10.0 TELECOMUNICATION 

Ducts for the Chorus Gold fibre network are installed in the berm of Launch Road, Bomb Point Road and 

Commanders Avenue. These ducts are accessible for connection of both sites (Refer to Appendix 2 and 3 

for Chorus network plans).  

 

A 100mm Chorus duct runs in a straight line from Launch Road towards Glidepath Road This duct will 

offer connection possibilities for both sites to the Chorus network. The location of this duct cannot be 

definitely determined by the received network plans and further investigations are required.  

 

FIGURE 9 - LOCATION OF 100MM CHORUS DUCT (INDICATIVE ONLY) 

 

 

11.0 GAS  

None available. 
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12.0 ROADS 

Both properties are located at the intersection Launch Road/Bomb Point Road. Due to the flat topography 

of No. 29 Launch Road, access from any of the surrounding roads (Launch Road, Bomb Point Road, 

Commanders Avenue and the future Wind Sock Road) would be achievable. No 39 Launch Road has a 

slope towards Launch Road that increases in height towards the eastern corner of the site. Access from 

Launch Road would require retaining structures to construct a suitable accessway.  

Internal and external traffic flows of the proposed developments would require a detailed traffic 

assessment and an approval from Council. 

 

FIGURE 10 - NO. 39 LAUNCH ROAD, VIEW FROM INTERSECTION LAUNCH ROAD/BOMB POINT ROAD WITH THE 

SITE ON THE RIGHT-HAND SIDE (FROM GOOGLE STREET VIEW) 

 

 

FIGURE 11 - NO. 29 LAUNCH ROAD, VIEW FROM INTERSECTION LAUNCH ROAD/BOMB POINT ROAD WITH THE 

SITE ON THE LEFT-HAND SIDE (FROM GOOGLE STREET VIEW) 
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APPENDIX 1 
VECTOR ELECTRICITY NETWORK PLANS 
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first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).
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Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans

B
O

M
B

 P
O

IN
T

 D
R

IV
E

WAKA MOANA DRIVE

26
.0 13.7

1.5
0.1

0.3

1.3(0.6)

1.
16.

4 1.3

0.6
(0.9)

1.3(0.6)

4.5

6.9

1.3(0.6)

47.0

ke
rb5.0

fro
m ke

rb4.0

14.4 3.2

3.0

1.0

2.0
3.4

3.4

2.0

2.0

4.0
ke

rb5.0

1.0

7.2
 fr

om
 ke

rb

w
alkw

ay

N2
21

54
W

AK
A 

MOAN
A 

DR
IV

E

??

?

?

?

?

?

?

?

?

?

?

?

?

?

?

?

?

?

?

?

?

?

112



CABLES IN USE

© Vector Limited. This plan is the property of
Vector Limited. "Vector" and the "V device"
are registered trade marks of Vector
Limited. All rights reserved. The contents of
this document may not be reproduced either
in whole or in part by any means whatsoever
without the prior written consent of Vector
Limited.

N

S

W E
Scale: 1:400

Date printed:  7. October 2021

CABLE COLOUR CODE

110,000 - 22,000 volt
subtransmission

11,000 - 6,600 volt

400 volt

Streetlight

Pilot / Fibre Optic

22,000 volt

CABLES NOT IN USE

Streetlight

400 volt

22,000 volt

Pilot / Fibre Optic

110,000 - 22,000 volt
subtransmission

11,000 - 6,600 volt

SYMBOL LEGEND

TRENCH

FIBRE OPTIC DUCT

DUCT BANK

TUNNEL

110,000 - 22,000 volt
subtransmission

11,000 - 6,600 volt

JOINTS & SEALING ENDS

Streetlight

400 volt

Pilot / Fibre Optic

22,000 volt

PILLAR PIT

DISTRIBUTION
SUBSTATION

POLES

LAMP

MCESSPIT

FIRE HYDRANT

MANHOLE

DRAINF H

FIBRE OPTIC PIT

DUCT CROSS SECTIONS mm

25    50      80       100        150

200           250             300

WORK MANAGEMENT

IN
PROGRESS

ON
HOLD

PLANNED

NOT IN USE

A3 ELECTRICITY OBSTRUCTION PLAN

EARTHWIRE & RODS

Request for: 

Customer Contact: 

Phone: 

Company Name: 

Client Reference: 

Usage: 

Request Title: 

Title: 

Request ID: 9760386

Printed by: swadmin

Page: 6 of 20

Page: 6 of 20

Page: 6 of 20

If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans LAUNCH ROAD
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.

22kV, 33kV, 110kV SUB TRANSMISSION CABLES-SPECIAL CONDITIONS APPLY:

For design purposes only, no excavation to take place using these plans
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.
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If you hit an electricity cable or overhead line please call us immediately on 0508 VECTOR (0508 832 867). If you hit any gas pipeline call the Fire Service 
first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.
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completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
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first on 111. If you hit a gas distribution pipe in the Auckland area call us on 0800 764 764. If you hit a gas pipeline in the rest of the North Island call 
FIRST GAS on 0800 800 393. If you hit a gas transmission pipeline call FIRST GAS on 0800 734 567. If you hit a communications cable (all areas) call us 
immediately on 0800 826 436 (select option 1).

Vector reminds you of your responsibilities under the Health and Safety at Work Act 2015, whereby you must establish the location of underground
services before commencing excavation.

Vector Limited provides a free standover service that requires 2 working days notice. Hand digging is required when excavating within 1 metre of the cable.
Replacement trench backfill material must be the same as that removed and it must be replaced to the same level of compaction. Refer to attached covering 
letter for additional information.

DISCLAIMER: Whilst care has been taken in the preparation of this plan, Vector Limited and its subsidiaries do not accept any liability for its accuracy and
completeness and do not make any representation or warranty, express or implied, in relation to the same. These drawings are not to scale and may not show
customer connections or obsolete lines. Works may have occurred in the vicinity which may not be represented in this plan at the date of issue. The information
contained in this plan is supplied for reference purposes only; actual dimensions and locations on site may differ from those indicated. Without limiting the 
foregoing, where plans are more than 28 days old they should not be used; a new plan should be requested from Vector.
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APPENDIX 2 
CHORUS NETWORK PLANS  
  



Plan Name

Version

BS01

07/10/2021

273801

Current at

WARNING: Buried services are widespread and it should be assumed that they are present until it is proven otherwise. 
Cables should be expected to be found at ANY depth.   In most instances Chorus plans do NOT show house service feeds on private property. 

Refer to cover letter provided with your request for additional information - use all plans provided in conjunction with each other
You are responsible for interpreting the information provided and should refer to Worksafe.govt.nz for the 'Guide for safety with underground services'    

For assistance contact Chorus Network Protection on 0800 822 003 or if you suspect damage has occurred contact 0800 463 896 opt 2

Plan ID

JB
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APPENDIX 3 

CHORUS GOLD NETWORK PLAN   
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URoute (R-NUT045,Trench)

0.6m COV

URoute (R-NUM554,Trench)

1m COV

URoute (R-MVP159,Trench)

0.6m COV

URoute (R-NUM575,Trench)

0.6m COV

URoute (R-NUM569,Trench)

0.6m COV

URoute (R-NYY139,Trench)

0.6m COV

URoute (R-NUM580,Trench)

0.6m COV

URoute (R-NUM554,Trench)

1m COV

URoute (R-NUM570,Trench)

0.6m COV

URoute (R-NYY140,Trench)

1m COV

URoute (R-NUM581,Trench)

0.6m COV

URoute (R-NUM575,Trench)

0.6m COV

URoute (R-NYY138,Trench)

0.6m COV

URoute (R-NYY137,Trench)

URoute (R-MIR430,Trench)

0.6m COV

URoute (R-MVP136,Trench)

0.6m COV

URoute (R-MVP136,Trench)

1m COV

URoute (R-MVP155,Trench)

URoute (R-MIR258,Trench)

URoute (R-MIR450,Trench)

URoute (R-MIR472,Trench)

URoute (R-MIQ160,Trench)

0.6m COV

URoute (R-MIQ479,Trench)

URoute (R-MIQ545,Trench)

URoute (R-MIQ553,Trench)

URoute (R-LWU843,Trench)

URoute (R-LWU932,Trench)

URoute (R-MIR312,Trench)

Version

WARNING: Buried services are widespread and it should be assumed that they are present until it is proven otherwise. 
Cables should be expected to be found at ANY depth.  

In most instances Chorus plans do NOT show house service feeds on private property. 
Refer to cover letter provided with your request for additional information - use all plans provided in conjunction with each other

You are responsible for interpreting the information provided and should refer to Worksafe.govt.nz for the 'Guide for safety with underground services'    
For assistance contact Chorus Network Protection on 0800 822 003 or if you suspect damage has occurred contact 0800 463 896 opt 2
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0.6

0.6

U-LDV080

U-KIK789U-LQY070

U-LQY067

U-LQY075
U-LQY068

U-LQY076

U-KIK826

U-KIK481

0.6m COV

URoute (R-MVP133,Trench)

0.6m COV

URoute (R-NYY134,Trench)

0.6m COV

URoute (R-NUM580,Trench)

0.6m COV
URoute (R-OPZ821,Trench)

0.6m COV
URoute (R-OPZ556,Trench)

0.6m COV

URoute (R-NUM554,Trench)

1m COV

URoute (R-MVP159,Trench)

0.6m COV

URoute (R-NUM575,Trench)

0.6m COV

URoute (R-NYY139,Trench)

0.6m COV

URoute (R-NUM580,Trench)

0.6m COV

URoute (R-NUM554,Trench)

1m COV

URoute (R-NUM570,Trench)

0.6m COV

URoute (R-NYY140,Trench)

1m COV

URoute (R-NUM581,Trench)

0.6m COV

URoute (R-NUM575,Trench)

0.6m COV

URoute (R-NYY138,Trench)

0.6m COV

URoute (R-NYY137,Trench)

URoute (R-MIR430,Trench)

0.6m COV

URoute (R-MVP136,Trench)

0.6m COV

URoute (R-MVP136,Trench)

1m COV

URoute (R-MVP155,Trench)

URoute (R-MIR258,Trench)

URoute (R-MIR450,Trench)

URoute (R-MIR472,Trench)

URoute (R-MIQ614,Trench)

URoute (R-LWU951,Trench)

URoute (R-MIQ160,Trench)

URoute (R-MIQ163,Trench)

URoute (R-LWV043,Trench)

URoute (R-LWK427,Trench)

URoute (R-LWV759,Trench)

1m COV

URoute (R-MIS090,Trench)

0.6m COV
URoute (R-MIS089,Trench)

0.6m COV
URoute (R-MIQ475,Trench)

0.6m COV

URoute (R-MIQ479,Trench)

URoute (R-MIQ545,Trench)

URoute (R-MIQ553,Trench)

URoute (R-LWU843,Trench)

URoute (R-LWU932,Trench)

URoute (R-MIR312,Trench)

URoute (R-LWU899,Trench)

URoute (R-LWU945,Trench)

URoute (R-LWU972,Trench)

URoute (R-LWU931,Trench)

URoute (R-LWU746,Trench)

URoute (R-LWU753,Trench)

Version

WARNING: Buried services are widespread and it should be assumed that they are present until it is proven otherwise. 
Cables should be expected to be found at ANY depth.  

In most instances Chorus plans do NOT show house service feeds on private property. 
Refer to cover letter provided with your request for additional information - use all plans provided in conjunction with each other

You are responsible for interpreting the information provided and should refer to Worksafe.govt.nz for the 'Guide for safety with underground services'    
For assistance contact Chorus Network Protection on 0800 822 003 or if you suspect damage has occurred contact 0800 463 896 opt 2
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U-LWM798

U-KUZ119

U-KVQ980

U-KVQ983

U-KHH188

U-KHH189

U-KVQ982

U-KHH197

U-LQY087

U-LQY080

U-LQY081

U-LQY086

U-LQY083

U-LQY085

U-KVQ984

U-KIK791

U-LDV084

U-LQY089
U-KIK790

U-LQO521

U-LQY062

U-LQY064

U-LQY071

U-LQY072

U-LQY073

U-LQY065

U-LQY074

U-LQY091

U-LQY092

0.6m COV

URoute (R-OFI704,Trench)

0.6m COV

URoute (R-MJJ937,Trench)

URoute (R-MMQ065,Trench)

URoute (R-MJH996,Trench)

1m COV

URoute (R-NJT331,Trench)

0.6m COV

URoute (R-NJT333,Trench)

URoute (R-LEH429,Trench)

URoute (R-LEH446,Trench)

URoute (R-MHF091,Trench)

URoute (R-LYG320,Trench)

0.6m COV

URoute (R-NUM613,Trench)

1m COV

URoute (R-NUS937,Trench)

0.6m COV

URoute (R-NUS921,Trench)

0.6m COV

URoute (R-NYY143,Trench)

1m COV

URoute (R-NUS868,Trench)

0.6m COV

URoute (R-NUS933,Trench)

1m COV

URoute (R-NUS871,Trench)

1m COV

URoute (R-NUS903,Trench)

0.6m COV

URoute (R-NUS903,Trench)

0.6m COV

URoute (R-NUM589,Trench)

0.6m COV

URoute (R-NUM592,Trench)

1m COV

URoute (R-NUM590,Trench)

0.6m COV

URoute (R-OAM891,Trench)

0.6m COV

URoute (R-NUM592,Trench)

0.6m COV

URoute (R-NUM669,Trench)

URoute (R-MJH996,Trench)

0.6m COV

URoute (R-NUM592,Trench)

0.6m COV

URoute (R-NUS423,Trench)

0.6m COV

URoute (R-NUM592,Trench)

0.6m COV

URoute (R-NUM599,Trench)

1m COV

URoute (R-NUS858,Trench)

0.6m COV

URoute (R-NYY142,Trench)

0.6m COV

URoute (R-NUS870,Trench)

1m COV

URoute (R-NUM594,Trench)

0.6m COV

URoute (R-NUM596,Trench)

0.6m COV

URoute (R-NUS852,Trench)

0.6m COV

URoute (R-NUS857,Trench)

0.6m COV

URoute (R-NUM591,Trench)

0.6m COV

URoute (R-NUM591,Trench)

0.6m COV

URoute (R-NUM596,Trench)

0.6m COV

URoute (R-NUM563,Trench)

1m COV

URoute (R-NUM557,Trench)

0.6m COV

URoute (R-NUM591,Trench)

URoute (R-NGF979,Trench)

URoute (R-MMC657,Trench)

URoute (R-MMC756,Trench)

URoute (R-MVW220,Trench)

0.6m COV

URoute (R-LEH433,Trench)

0.6m COV

URoute (R-MVP129,Trench)

1m COV

URoute (R-MVW220,Trench)

0.6m COV

URoute (R-MVP129,Trench)

0.6m COV

URoute (R-NUM598,Trench)

1m COV

URoute (R-MVP161,Trench)

0.6m COV

URoute (R-MVP133,Trench)

0.6m COV

URoute (R-NUM666,Trench)

0.6m COV

URoute (R-NPB875,Trench)

0.6m COV
URoute (R-OQI388,Trench)

0.6m COV
URoute (R-OQI392,Trench)

0.6m COV
URoute (R-OQI393,Trench)

0.6m COV
URoute (R-OQI389,Trench)

0.6m COV
URoute (R-OPZ916,Trench)

0.6m COV
URoute (R-OQI394,Trench)

0.6m COV

URoute (R-NUM563,Trench)

0.6m COV

URoute (R-NUM563,Trench)

1m COV

URoute (R-NUM564,Trench)

0.6m COV

URoute (R-NYY131,Trench)

0.6m COV

URoute (R-NYY130,Trench)

1m COV

URoute (R-NUM577,Trench)

0.6m COV

URoute (R-NUM576,Trench)

0.6m COV

URoute (R-NYY111,Trench)

0.6m COV

URoute (R-NUM563,Trench)

0.6m COV

URoute (R-NUM578,Trench)

0.6m COV

URoute (R-NYY128,Trench)

0.6m COV

URoute (R-NUM578,Trench)

0.6m COV

URoute (R-NYY133,Trench)

1m COV

URoute (R-NUM579,Trench)

0.6m COV

URoute (R-NUS935,Trench)

1m COV

URoute (R-NUT045,Trench)

0.6m COV

URoute (R-NUT045,Trench)

0.6m COV

URoute (R-NUM569,Trench)

0.6m COV

URoute (R-NYY150,Trench) 1m COV

URoute (R-NUM614,Trench)

1m COV

URoute (R-NUT048,Trench)

0.6m COV

URoute (R-NYY165,Trench)

1m COV

URoute (R-OAM885,Trench)

0.6m COV

URoute (R-NUM602,Trench)

0.6m COV

URoute (R-NUT045,Trench)

0.6m COV

URoute (R-NUM569,Trench)

Version

WARNING: Buried services are widespread and it should be assumed that they are present until it is proven otherwise. 
Cables should be expected to be found at ANY depth.  

In most instances Chorus plans do NOT show house service feeds on private property. 
Refer to cover letter provided with your request for additional information - use all plans provided in conjunction with each other

You are responsible for interpreting the information provided and should refer to Worksafe.govt.nz for the 'Guide for safety with underground services'    
For assistance contact Chorus Network Protection on 0800 822 003 or if you suspect damage has occurred contact 0800 463 896 opt 2
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U-LKW942

U-KHH184

U-KYP153

U-KHK154

U-KYP084

U-KZX285
U-KYP151

U-KYP166

U-KYP139

U-KYP105

U-KSK978

U-KHH187

URoute (R-MMC609,Trench)

URoute (R-LEH411,Trench)

0.6m COV

URoute (R-NJB906,Trench)

URoute (R-MMC609,Trench)

0.6m COV

URoute (R-NIT620,Trench)

URoute (R-MOP567,Trench)

URoute (R-MME050,Trench)

URoute (R-MOP569,Trench)

URoute (R-MMC756,Trench)

URoute (R-MKW148,Trench)

URoute (R-MMC717,Trench)

URoute (R-MMC714,Trench)

URoute (R-LEH427,Trench)

URoute (R-MMC673,Trench)

URoute (R-MMD936,Trench)

URoute (R-MMD938,Trench)

URoute (R-MMC700,Trench)

URoute (R-LER102,Trench)

Version

WARNING: Buried services are widespread and it should be assumed that they are present until it is proven otherwise. 
Cables should be expected to be found at ANY depth.  

In most instances Chorus plans do NOT show house service feeds on private property. 
Refer to cover letter provided with your request for additional information - use all plans provided in conjunction with each other

You are responsible for interpreting the information provided and should refer to Worksafe.govt.nz for the 'Guide for safety with underground services'    
For assistance contact Chorus Network Protection on 0800 822 003 or if you suspect damage has occurred contact 0800 463 896 opt 2

Plan Name

Plan ID

07/10/2021Current at

Gold
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APPENDIX 4 
WATERCARE NETWORK PLANS  
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